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28 TELETYPEWRITER CABINET 
LUBRICATION 


1. GENERAL 
1.001 This addendum supplements Section P34.504, Issue 1. 


1.002 This addendum is issued to add the lubrication informa- 

tion for the low-paper and paper-out switch assembly 

used with the 28 teletypewriter cabinet, if the cabinet is so 
equipped. 


2. LUBRICATION DETAILS 


The following change applies to Part 2 of the section: 
(a) 2.06—added 
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2.06 Low-paper and Paper-out Switch Assembly (Variable Feature) 
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BELL SYSTEM PRACTICES SECTION P34,504 
Teletypewriter and Data Stations Issue 1, June, 1961 
AT&TCo Standard 


28 TELETYPEWRITER CABINET 
LUBRICATION 


1. GENERAL 


1.01 This section provides the specific lubrication routines 
for the maintenance of 28 teletypewriter cabinets. The 
information herein, together with the instructions in the section 
entitled Teletypewriter Apparatus, Lubrication, General Infor- 
mation and Routines, gives the complete lubrication information 
necessary for the maintenance of 28 teletypewriter cabinets. The 
lubrication symbols used in this section are the same as those 
given in the general section. The symbol 0, however, is used in 
this section to mean only one drop of oil. 
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2. LUBRICATION DETAILS 
28A to 28E Cabinets 


2.01 


BEARING SURFACES 
(2 LEVERS) 


HOOKS - EACH END 
(4 SPRINGS) 


BEARING SURFACES 
(2 ROLLERS) 
ENGAGING SURFACE 


HOOKS-EACH END 


SPRING LOOPS 
(2 SPRINGS) 


BEARING SURFACES 
(4 PLACES) 


SLIDING GROOVE 


ENGAGING SURFACES 
(2 PLACES) 


BEARING SURFACES 
(2 HINGES) 


DOME LATCH LEVER 
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DOOR LATCH 
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2.02 28F and 28G Cabinets 


SLIDING SURFACE ~ SPRING TORSION SPRING 
- UPSTOP 
© BEARING SURFACE (2 PLACES) DOME LATCH 
G LATCHING SURFACE (2 PLACES) DOME LATCH 
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UPSTOP ARM 
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Copyholder and Line Guide (Variable Feature) 
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2.04. Form-out Alarm Mechanism (Variable Feature) 


2.05 
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2.05 Form-out Alarm Mechanism (Continued) 


G ENGAGING SURFACE SWITCH PLUNGER 
THIN FILM 


| a i 02 BEARING SURFACE = END-OF-FORMLEVER 


3. ASSOCIATED BELL SYSTEM PRACTICES 


3.01 The following Bell System Practices provide additional 
information that may be required in connection with 
this section. 


Subject Section 


Teletypewriter Apparatus, Lubrication, 
General Information and Routines ............. P30.011 


Teletypewriter Apparatus, General 
Requirements and Procedures ..............00 P30.012 


Teletypewriter Apparatus, Disassembly and 
Reassembly, General Information and Routines P30.013 


Teletypewriter Tools and Maintenance Supplies..  P30.301 


Teletypewriter Apparatus, Preparation of 
Apparatus for Installation ..............0 00s P33.014 


Alphabetical Index of 28-type Equipment, Bell 
System Practices, and Associated 28 ASR Sta- 
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